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Discontinuation Notice of  
SINGLE AXIS POSITIONER(For DeviceNet). 

 
 

Product Discontinuation 
SINGLE AXIS POSITIONER  
(For DeviceNet) 

 
3F88M-DRT141 
3F88M-PRO01 

 
Recommended Replacement 

Position Control Unit 
 
 

CJ1W-NC234 

 
    
 
 
 
 

 
It is necessary to The PLC units of SYSMAC CJ Series for using the CJ1W-NC234. 
And ladder program is necessary for control to CJ1W-NC234 

 
 
 
 

Model Body 
Color 

Dimen
sions 

Wire 
connection 

Mounting 
Dimensions

Charact
eristics 

Operation 
ratings 

Operation 
methods 

CJ1W-NC234 -- -- -- -- * * -- 

**  : Fully compatible 
*  : The change is a little/Almost compatible 
-- : Not compatible 
- : No corresponding specification 

 
 

 
 

Product discontinuation Recommendable replacement 
Model Product code Model Product code 

3F88M-DRT141 3F881276E CJ1W-NC234 CJW0294B 
  Besides this, it is also necessary to Power Supply 

Unit and CPU Unit of PLC's and DeviceNet slaves. 
3F88M-PRO01 3F881275G CXONE-AL01C-V3 

CXONE-AL01D-V3 
CX010172H 
CX010184A 

  It is necessary to CX-One ver.3.1. 

Discontinuation date : The end of March, 2010 

Caution on recommended replacement 

Product Discontinuation and recommended replacement 

Difference from discontinued product 
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Product discontinuation Recommendable replacement 
 

137mm(H)×46.6mm(W)×75(D)mm 
The dimensions are excluded attachments for 
a connector and a Mounting Track. 

 
Dimensions of the One-axis Positioner 
(Model 3F88M-DRT141) 
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Dimensions of the Programming Console 
(Model 3F88M-PRO01) 

 

(Weight 400 g or less)
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90mm(H)×51mm(W)×65mm(D) 
 
Only dimensions of a position control unit. 
The height of the connector is excluded. 
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[Configuration Units] 
Power Supply Unit  : CJ1W-PA202 
CPU Units : CJ1M-CPU11/12/13 
Position Control Unit  : CJ1W-NC234 
DeviceNet Unit  : CJ1W-DRM21 
 

 

 
 
 

Dimensions 
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Product discontinuation 
 

 

 

Characteristic 



 
 
 

 4 

 
 
 

Product discontinuation 

 

 
 

 
 

Characteristic 
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Recommendable replacement 
 

 
 
 

 
 
 
 
 

Characteristic 
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Recommendable replacement 
 

 
 

 
 
 
 

Characteristic 



 
 
 

  7

 
 
 

Product discontinuation Recommendable replacement 
 

Program with Programming console of 
separate type. 

 

 
Program with CX-Programmer of support 
Software for OMRON PLCs  

 
Please make entry coping formats, if you have more additional items, for example accessories, packing 
and so on. 

 
 
 
 

Operation methods 


